
1425 LAKE AVE 
WOODSTOCK, IL 60098

Ph: 815-334-3600

QTY ID # OR TAG #
HOSE 

DIAMETER 
(IN)

KEFLEX PART # PRESSURE 
@ 70°F

‘A' 
OAL ‘B' REF

3D 
Model
(.stp)

1/2” F004KFCSVFSE40 1070 26 7/8” 12 5/8”

3/4” F006KFCSVFSE40 790 31 1/4” 14 1/2”

1” F010KFCSVFSE40 570 33 3/4” 15 5/8”

1 1/4” F012KFCSVFSE40 530 36 1/2” 16 7/8”

1 1/2” F014KFCSVFSE40 470 38 3/4” 17 11/16”

2” F020KFCSVFSE40 510 44” 19 15/16”

PROJECT:

CUSTOMER:

ENGINEER:

ARCHITECT:

MATERIALS OF CONSTRUCTIONMATERIALS OF CONSTRUCTION

HOSE: T-321 SS

BRAID: T-304 SS

END FITTINGS, 
ELBOW(S) & PIPE:

COPPER

“V” LOOP - STAINLESS STEEL BRAIDED HOSE ASSEMBLY W/FEMALE SWEAT ENDS

SUBMITTAL
Mar 2018

IMPORTANT LINKSIMPORTANT LINKS

BROCHURE:

INSTALLATION 
INSTRUCTIONS:

WEBSITE: KELCOIND.COM

NOTE:  FOR SAFE WORKING 
PRESSURE MULTIPLY 
PRESSURE RATING AT 70ºF 
BY THE APPLICABLE 
CORRECTION FACTOR

FOR T-304 SS BRAID ABOVE 70ºFFOR T-304 SS BRAID ABOVE 70ºF

TEMP ºF FACTOR

70 1.00

200 0.91

300 0.85

400 0.78

500 0.77

600 0.76

MAXIMUM DEFLECTION = ± 4”

http://kelcoind.com/wp-content/uploads/models/F004KFCSVFSE40.zip
http://kelcoind.com/wp-content/uploads/models/F006KFCSVFSE40.zip
http://kelcoind.com/wp-content/uploads/models/F010KFCSVFSE40.zip
http://kelcoind.com/wp-content/uploads/models/F012KFCSVFSE40.zip
http://kelcoind.com/wp-content/uploads/models/F014KFCSVFSE40.zip
http://kelcoind.com/wp-content/uploads/models/F020KFCSVFSE40.zip
http://www.flex-weld.com/PDF/expansion loops.pdf
http://www.flex-weld.com/PDF/braided hose installation.pdf
https://www.kelcoind.com
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